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Technical Data Sheet:                     Level Gauge  
 

 

Transparent   The medium is contained within two glasses whose surfaces are both smooth.  
Pressure rating: Up to 250 bar process or up to 120 bar steam. 
Materials: Forged steel or stainless steel. 
Tank connections: Screwed, flanged or butt-weld. 
Sizes: Up to 3000mm centre to centre 
 

Reflex  The medium is viewed through a reflex glass and the side of the glass which 
is exposed to the medium has a prismatic surface. 
Pressure rating: Up to 250 bar process or up to 32 bar steam. 
Materials: Forged steel or stainless steel. 
Tank connections: Screwed, flanged or butt-weld. 
Sizes: Up to 3000mm centre to centre 
 

Bi-colour  A variation of transparent level gauges and are mainly used to measure very high pressure 
steam. 
Pressure rating: Up to 225 bar steam. 
Materials: Forged steel or stainless steel. 
Tank connections: Screwed or flanged. 
Sizes: Up to 1500mm centre to centre 
 

Magnetic   Suitable for duties involving dangerous and toxic liquids or gases. 
Pressure rating: Up to 400 bar process or up to 180 bar steam. 
Materials: 

»» Stainless steel (chamber, float, indicator)  
»» Aluminium (indicator) 
»» Titanium (float) 
»» Exotic plastics (chamber, float) 
»» Special materials on request (chamber) 

Tank connections: Flanged. 
Sizes: Up to 6000mm centre to centre 

 
Shut Off    Various shut off cock valves are available, medium, pressure, temperature dependent. 

Pressure rating: Up to 250 bar 
Materials: Forged steel or stainless steel 
Tank connections: Screwed, flanged or butt-weld. 
Sizes: 15mm to 40mm 
 

Glass    The gauge glasses are made of high quality, extra-hard borosilicate glass which 
is subsequently heat-treated. 
In accordance with MIL16356-D specification. 
Sizes: 
Round: 40mm to 250mm 
Transparent: I to X, A, B, H, TA28 
Reflex: I to X, A, B, H 
 

This information represents typical values, which can vary according to the application. These values do not constitute a performance 
guarantee. Users should determine, prior to use, the suitability of this material for their particular application. 

 


